
GENERAL NOTES DRAWING INDEX

REPLACE WINDOWS STATION WIDE

STATEMENT OF WORK:

PROVIDE ALL LABOR, MATERIALS, TOOLS, EQUIPMENT, QUALIFIED SUPERVISION, AND ALL ASPECTS OF CONSTRUCTION DESCRIBED
HEREIN  AS DEFINED.  WORK INCLUDES, BUT NOT LIMITED TO THE COMPLETE REMOVAL AND INSTALLATION OF WINDOWS IN
BUILDINGS 3, 4, 5, 6, 12, 14W, 15, 19, CHAPEL TUNNELS.  THE WINDOWS WILL BE OF VARIOUS SIZES AND SHAPES.  THE
PROJECT INVOLVES VARIOUS BUILDINGS OF SIZE AND HEIGHTS SO SAFETY IS A LARGE PART OF THIS  CONTRACT.  THE
CONTRACTOR SHALL VISIT THE SITE TO SEE SITE CONDITIONS REGARDING INDIVIDUAL WINDOWS BEING REPLACED.  THE REMOVED
WINDOWS ARE TO BE RECYCLED AS PER SPECIFICATION REQUIREMENTS.  SOME  OF THE WINDOWS HAVE SECURITY SCREENS
THAT NEED TO BE REMOVED AND RECYCLED AND OTHER WINDOWS HAVE OUTDATED SECURITY SCREENS AND WILL NEED TO BE
REPLACED WITH NEW SCREENS PER SPECIFICATIONS  PATCH AND REPAIR ALL DAMAGE CAUSED BY DEMOLITION AND INSTALLATION
BACK TO ORIGINAL OR BETTER CONDITIONS.  THE CONTRACTOR IS TO REMOVE AND REINSTALL ALL SHADES AND WINDOW
TREATMENTS.
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 REPLACE WINDOWS
 STATION WIDE

PHASE 1

 WILL INCLUDE ALL
REQUIRED APPROVAL
DOCUMENTATION, OSHA
INFORMATION,
SUBMITTALS, SAMPLES,
COST BREAKDOWNS FOR
EACH PHASE.

PHASE II

 WILL INCLUDE ALL WORK IN
BUILDINGS 5 AND 6

PHASE III

 WILL INCLUDE BUILDING 3
AND BUILDING 19 AND
THE CHAPEL TUNNEL

PHASE IV

 WILL INCLUDE ALL WORK IN
BUILDING 4

PHASE V

 WILL INCLUDE ALL WORK IN
BUILDINGS 12 AND 14W.

STATION WIDE

DEDUCTS:
1. ALL WORK IN THE PROJECT MINUS THE WORK IN BUILDING 14 W.
2. ALL WORK IN THE PROJECT MINUS ALL WORK IN BUILDING 14 W. AND BUILDING 19

CHAPEL AND TUNNEL (INCLUDE ADMINISTRATION AREA OF CHAPEL)
3. ALL THE WORK IN THE PROJECT MINUS THE WORK IN BUILDING 12, BUILDING 14

WEST AND BUILDING 19 CHAPEL AND TUNNEL

4. ALL THE WORK IN THE PROJECT  MINUS THE WORK IN BUILDING 4,BUILDING 12,
BUILDING 14 WEST, BUILDING 19 CHAPEL AND TUNNEL,

1

 1    REVISED THE PHASING NOTES             12-2-13
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BUILDING 3 GROUND FLOOR
1/16" = 1'-0"

BUILDING 3 1st FLOOR
1/16" = 1'-0"

E.F.
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 REPLACE WINDOWS
 STATION WIDE

BUILDING 3  GROUND AND
1st FLOOR PLANS

B 3

E.F.

A.C.

E.F.

LEGEND:
E.F. = EXHAUST FAN TO BE REMOVED AND REPLACED WITH BROAN FAN.
A.C. = WINDOW AIR CONDITIONER TO BE REMOVED.

A.C.

1 2
"

1
"

101
2" +/_

TYPICAL WINDOW SILL DETAIL FOR ALL BLDGS
N.T.S.

NEW SOLID SURFACE SILLS SHALL BE
EQUAL OR BETTER THAN FORMICA SOLID SURFACE
CLASSICS SERIES. COLOR SHALL BE CHOSEN FROM MFG.
STANDARD COLORS.  SET IN EXISTING OPENING PER
MANUFACTURES RECOMMENDATIONS

TRIPLE WINDOW
N.T.S. 

DOUBLE WINDOW
N.T.S. 

QUAD  WINDOW
N.T.S. 

A-C  AND EXHAUST FAN REPLACEMENT -
N.T.S. 

NOTES;
1. REMOVE AND REINSTALL EXISTING EXHAUST FAN.   INSTALL NEW FAN ABOVE NEW WINDOW

THROUGH THE EXISTING WALL WITH NEW DUCT WORK TO PIZZA OVEN INSIDE BUILDING.  THIS
INCLUDES ALL ELECTRICAL WIRING AND MASONRY WORK.

2. REMOVE EXISTING AIR CONDITIONING UNITS AND TURN OVER TO VA. AFTER REMOVAL.
3. IN AREAS OF THE REMOVED WINDOW FAN, PROVIDE AND INSTALL NEW THROUGH WALL FAN

LOCATED ABOVE NEW WINDOW THROUGH THE BRICK WALL.  THE NEW FAN TO BE EQUAL OR
BETTER THAN A BROAN 4" Ø EXHAUST FAN, 50-80 CFM, BACK DRAFT DAMPER. TIE NEW FAN
INTO NEW METAL DUCT WORK AND ABOVE CEILING TILE AND THROUGH CEILING TILE WITH A NEW
GRILL.  TIE NEW FAN INTO THE EXISTING CIRCUIT.

A-C  AND EXHAUST FAN REPLACEMENT -
N.T.S. 

 EXHAUST FAN REPLACEMENT -
N.T.S. 
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NOTES:
SEE SHEET 12 FOR WINDOW INFORMATION ON WINDOW SIZES.
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ALL PICTURES ON THIS PAGE ARE FOR PAGES 2,3  AND 4

A2
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BUILDING 3 2nd FLOOR
1/16" = !'-0"

BUILDING 3 3rd FLOOR
1/16" = !'-0"
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 REPLACE WINDOWS
 STATION WIDE

BUILDING 3 2nd AND 3rd
FLOOR PLAN

B 3

E.F.

BUILDING 3  ELEVATION VIEW
N.T.S.

BUILDING 3 EXISITNG WINDOW SECTION 
N.T.S.
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NOTES:
SEE SHEET 12 FOR WINDOW INFORMATION ON WINDOW SIZES.

A1

NOTES;
1. REMOVE AND REPLACE EXISTING EXHAUST FAN.  IN AREAS OF THE REMOVED WINDOW FAN,

PROVIDE AND INSTALL NEW THROUGH WALL FAN LOCATED ABOVE NEW WINDOW THROUGH THE
BRICK WALL.  THE NEW FAN TO BE EQUAL OR BETTER THAN A BROAN 4" Ø EXHAUST FAN, 80
CFM, BACK DRAFT DAMPER. TIE NEW FAN INTO NEW METAL DUCT WORK AND ABOVE CEILING
TILE AND THROUGH CEILING TILE WITH A NEW RETURN GRILL.
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BUILDING 3 4th FLOOR
1/16" = 1'-0"

BUILDING 3  PENTHOUSES 
1/16" = 1'-0"
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 REPLACE WINDOWS
 STATION WIDE

BUILDING 3  4th FLOOR  AND
PENTHOUSE PLANS

B 3

E.F.

EXISTING DETAIL OF WALL ADJOINTING WINDOW 
N.T.S.
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NOTES:
SEE SHEET 12 FOR WINDOW INFORMATION ON WINDOW SIZES.

NOTES;
1. REMOVE AND REPLACE EXISTING EXHAUST FAN.  IN AREAS OF THE REMOVED WINDOW FAN,

PROVIDE AND INSTALL NEW THROUGH WALL FAN LOCATED ABOVE NEW WINDOW THROUGH THE
BRICK WALL.  THE NEW FAN TO BE EQUAL OR BETTER THAN A BROAN 4" Ø EXHAUST FAN, 80
CFM, BACK DRAFT DAMPER. TIE NEW FAN INTO NEW METAL DUCT WORK AND ABOVE CEILING
TILE AND THROUGH CEILING TILE WITH A NEW RETURN GRILL.
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BUILDING 4 1st FLOOR
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BUILDING 4 GROUND FLOOR
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 REPLACE WINDOWS
 STATION WIDE

BUILDING 4 GROUND AND 1st
FLOOR PLANS

NOT IN CONTRACT
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NOTES:
SEE SHEET 12 FOR WINDOW INFORMATION ON WINDOW SIZES.

EXISTING WINDOW SILL DETAIL 
N.T.S.

NOT PART OF THE CONTRAC
BUOILDING IA APPROX. 36' ±

FROM BUILDING 4

TYPICAL B4 WINDOWS

SHOWING GROUND
FLOOR TO 4TH FLOOR
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A1
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M1 M1
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M1 6
'-0

"

3'-4"

MI WINDOW 
N.T.S.

3
5
'-6

1
3

1
6
"

NOTES;
1. REMOVE AND DISPOSE EXISTING EXHAUST FAN LOCATED IN WINDOWS  INSTALL NEW FAN

ABOVE NEW WINDOW THROUGH THE EXISTING WALL WITH NEW DUCT WORK TO PIZZA OVEN
INSIDE BUILDING.  THIS INCLUDES ALL ELECTRICAL WIRING AND MASONRY WORK.

2. REMOVE EXISTING AIR CONDITIONING UNITS AND TURN OVER TO VA. AFTER REMOVAL.
3. IN AREAS OF THE REMOVED WINDOW FAN, PROVIDE AND INSTALL NEW THROUGH WALL FAN

LOCATED ABOVE NEW WINDOW THROUGH THE BRICK WALL.  THE NEW FAN TO BE EQUAL OR
BETTER THAN A BROAN 4" Ø EXHAUST FAN, 50-80 CFM, BACK DRAFT DAMPER. TIE NEW FAN
INTO NEW METAL DUCT WORK AND ABOVE CEILING TILE AND THROUGH CEILING TILE WITH A NEW
GRILL.  TIE NEW FAN INTO THE EXISTING CIRCUIT.

1

1

1

E:\Projects\1 FY 14\659-14-203  Replace Window Stationwide (In House)\Project Design Drawings\Replace Windows Station Wide Final  Rev 1.dwg, Sheet 5 of 16, 12/18/2013 1:06:39 PM,
ARCH full bleed E1 (30.00 x 42.00 Inches), 1:1



GLMB  4

BUILDING 4 3rd FLOOR
1/16" = 1'-0"

BUILDING 4 2nd FLOOR
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 REPLACE WINDOWS
 STATION WIDE

BUILDING 4 2nd AND 3rd
FLOOR  PLANS
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NOTES:
SEE SHEET 12 FOR WINDOW INFORMATION ON WINDOW SIZES.
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 REPLACE WINDOWS
 STATION WIDE

BUILDING 4 4th AND
PENTHOUSE PLAN
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BUILDING 4 4th FLOOR 
1/16"= 1'-0"

BUILDING 4 ROOF PLAN 
1/16"= 1'-0"

NOTES:
SEE SHEET 12 FOR WINDOW INFORMATION ON WINDOW SIZES.
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GLMB 5

 REPLACE WINDOWS
 STATION WIDE

BUILDING  5 1st  AND
2nd  FLOOR PLANS

NOTES:
1. REMOVE EXISTING WINDOWS, LIMESTONE SILL AND SECURITY

SCREENS.  INSTALL NEW #32 WIRECUT BRICK BY BORAL BRICK
COMPANY.  REMOVE SECTIONS OF BRICK (TOOTHING) FOR
THE INSTALLATION OF WHOLE NEW BRICK WILL BE USED IN THE
CLOSURE OF OPENING.  THE WINDOW SHALL BE CLOSED
WEATHER PROOF BY THE END OF THE DAY IF NOT COMPLETELY
SEALED.

2. REMOVE EXISTING WINDOWS AND METAL SECURITY SCREENS
AND INSTALL NEW WINDOWS AS REQUIRED.  THE REMOVAL OF
THE  SCREENS IS TO INCLUDE ALL THE ITEMS, SCREEN, METAL
FRAME AND ALL ASSOCIATED MATERIAL.  PATCH EXISTING
WALL DAMAGE BACK TO MATCH ADJACENT AREAS.

3. THE "DS" INDICATES DETENTION SCREENS AND THEY ARE TO
BE REMOVED AND DISPOSED OFF STATION.

BUILDING 5 1st FLOOR 
1/16" = 1'-0"

BUILDING 5 GROUND FLOOR 
1/16" = 1'-0"

EAST END 1st  FLOOR B5
N.T.S.

SOUTH END GROUND FLOOR B5
N.T.S.

WEST END GROUND FLOOR B5 TO BE BRICKED UP
N.T.S.

SILL TO BE REMOVED  AT  BRICK UP OPENINGS
N.T.S.

NORTH END  GROUND FLOOR B5
N.T.S.

A2 A2 A2 A2 A2
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A2

A2

A2

A2A2
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A2 A2 A2 A2 A2 A2 A2 A2 A2
A2

A2 A2 A2 A2 A2 A2 A2 A1A1

SECURITY SCREEN IN THE WINDOW
REMOVE AND REINSTALL AFTER WINDOW
IS INSTALLED.

ON ALL WINDOWS BRICKED UP
REMOVE SILL PRIOR TO STARTING
BRICK WORK

WINDOWS TO BE BRICKED UP

WINDOWS AT KITCHEN AREA

THIS WINDOWS HAS BEEN BLOCKED FROM
THE INSIDE WITH METAL STUD AND G.W.B.
REPLACE WINDOW WITH EXTREME CARE.

1
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GLMB 6

 REPLACE WINDOWS
 STATION WIDE

BUILDING 6 WINDOW
LOCATIONS FOR REPLACEMENT

F7 F7F7G10 G10 G10 G10G10

F7

BUILDING 6 GROUND FLOOR WEST SIDE 
1/8"=1'-0"

BUILDING 6 1st FLOOR EAST SIDE
1/16"=1'-0"

BUILDING 6 1st FLOOR NORTHEEAST SIDE
1/16"=1'-0"

NOT IN CONTRACT

 G1

 F8

F7 F7 F7 F7 F7 F7 F7 F7

DS DS

 G4

 G4

 G4

DS

DS

DS

 F2 F2 F2 F2 F2

F7

F7 DS

F7 DS

F7 DS

F7 F7 F7 F7 F7 F7

F7 F7 F7 F7 F7

F7F7F7F7F7

F7

F7

F7

F7

F7

F7

 F6

NOTES:
1. REMOVE EXISTING SECURITY SCREENS AND INSTALL NEW

SECURITY SCREENS BY KANE OR EQUAL.  NEW SCREEN ARE
TO BE ABLE TO ACCEPT AND MORTISED LOCKSET WITH A 7
PIN FIGURE 8 CYLINDER.  VA WILL PROVIDE THE CORE FOR
THE LOCKSET.

2. SEE SHEET 15 FOR INFORMATION ON WINDOW SIZES FOR
THESE WINDOWS.

3. ALL WINDOWS THAT HAVE "DS" ARE TO HAVE THE DETENTION
SCREEN REMOVED AND ALL ASSOCIATED MATERIALS
INCLUDING METAL SCREEN FRAME.

4. PATCH ALL DAMAGE CREATED BACK TO ORIGINAL
CONDITION.

5. THE "DS" STANDS FOR DETENTION SCREENS AND REQUIRES
THE REMOVAL AND DISPOSAL.

NOT IN CONTRACT. 

DSDSDSDS

DS

DS

DS

DS AC

DS DS DS DS DS

DS DS DS DS DS

G10 WINDOW

DS DS DS DS DS

G4  WINDOW

 G1  G1

G1 FIXED WINDOW WITH DOUBLE GLAZING

NEW DOUBLE GLAZED FIXED WINDOW
WITH MUNTIN

DSDSDSDSDSDS

OLD DETENTION SCREENS
TO BE REMOVED

EXISTING FROSTED
GLASS WINDOWS

EXISTING WINDOWS ON
GROUND FLOOR WITH
DETENTION SCREENS.

E:\Projects\1 FY 14\659-14-203  Replace Window Stationwide (In House)\Project Design Drawings\Replace Windows Station Wide Final  Rev 1.dwg, Sheet 9 of 16, 12/18/2013 1:06:52 PM,
ARCH full bleed E1 (30.00 x 42.00 Inches), 1:1



15 OCTOBER 2013

       10
10        16

GLMB12 & B14W

 REPLACE WINDOWS
 STATION WIDE

BUILDING 12 & 14W  1st AND
2nd FLOOR PLANS

R6

5
'-8

"

3'-1" 3'-1"

4
'-2

 5
/8

"

1'-71
8"

3
'-2

3 8
"

3'-1" 1'-71
8"

3
'-2

3 8
"

4
'-2

5 8
"

5'-93
8" 6'-31

4"

5
'-3

"

3'-1"

6
'-4

" 3
'-1

"

2'-6"

R 1 R 2 R 3 R 4 R 5 R 6 R 8 R 9 R 9

BUILDING 12 AND 14 WEST WINDOW OPENING SIZES
3/16"= 1'-0"

R2

R4

R4

R2

R2 R2

R6

R2

R2

R2

R9R9

R2 R2

BUILDING 12 2nd FLOOR  WINDOW LOCATIONS 
N.T.S. 

R7

4
'-2

5
/8

R7

R1

R1R1

R1

R2R2R2

R2

R2

R2

R2

R2

R2
R2 R2 R2

R2

R2

R2

R2

R4 R4

BUILDING 14 WEST 1st  FLOOR  WINDOW LOCATIONS 
N.T.S. 

BUILDING 14 WEST 2nd  FLOOR  WINDOW LOCATIONS 
N.T.S. 

R3 R3

R5 R5
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GLMB 15 & B19

 REPLACE WINDOWS
 STATION WIDE

BUILDING 15 & 19 WINDOW
LOCATIONS FOR REPLACEMENT

BUILDING 14 WEST 1st  FLOOR  WINDOW LOCATIONS 
1/8" = 1'-0"

5
'-1

"

3'-6"

W1 WINDOWS FOR B15 (EXISTING)
N.T.S. 

W1 W1 W1 W1 W1 W1

W1 W1 W1 W1 W1 W1 W1

W1

W1

W1 W1 W1 W1 W1 W1

W1 W1 W1 W1 W1W1

TYPE 3
WINDOW

TYPE 3
WINDOW

TYPE 5
WINDOW

TYPE 2
WINDOW

TYPE 2
WINDOW

TYPE 2
WINDOW

TYPE 2
WINDOW

TYPE 2
WINDOW

TYPE 2
WINDOW

TYPE 2
WINDOW

TYPE 2
WINDOW

TYPE 2
WINDOW

TYPE 2
WINDOW

TYPE 5
WINDOW

T1

T1

T1

T1 T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1
T1 T1

T1T1T1T1T1T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

T1

GENERAL NOTE ABOUT B19 TUNNEL:
 THE BUILDING 4 WHICH THE TUNNEL IS ATTACHED TO IS A MENTAL HEALTH

BUILDING AND FOR THIS EXTREME CARE IS TO BE USED WHEN DOING
WORK IN THIS AREA.  THE TOOLS ARE TO BE GUARDED AND WITHIN HAND
REACH AT ALL TIMES.

BUILDING 15 1st FLOOR
1/8" = 1'-0"

BUILDING 15 2nd FLOOR
1/8" = 1'-0"

BUILDING 19 CHAPEL EXISTING WINDOWS SIZES
N.T.S.

BUILDING 19 CHAPEL "WH & WJ" - HEAD AND JAMB DETAIL (EXISTING)
N.T.S.

TYPE 2
WINDOW

TYPE 3
WINDOW

TYPE 4
WINDOW

TYPE 6
WINDOW

TYPE 5
WINDOW

TYPE 5
WINDOWWINDOW

TYPE 6

TYPE 4
WINDOW

TYPE 4
WINDOW

BUILDING 15 NOTES:
1. REMOVE WINDOWS AND INSTALL NEW DOUBLE GLAZED DOUBLE HUNG WINDOWS
2. THE AIR CONDITIONERS WILL BE REMOVED PRIOR TO THE WINDOWS BEING REPLACED.
3. REMOVE EXISTING AWNING AND TUCK POINT ANY AREAS OVER THE WINDOWS AT THE LINEL AS REQUIRED

TO  OBTAIN A GOOD MORTAR JOINT.
4. REMOVE ALL WINDOWS FOR RECYCLING.

BUILDING 19 AND TUNNEL NOTES:
1. REMOVE EXISTING FIXED WINDOWS FROM THE CHAPEL AND THE  HOPPER WINDOWS FROM THE TUNNEL

AND TAKE TO A RECYCLING CENTER FOR DISPOSAL.
2. SEE SHEET 16 FOR INFORMATION ON THE EXISTING STAIN GLASS WINDOWS.

TUNNEL WINDOWS TO BE REPLACED
WINDOWS IN THE REAR OF THE CHAPEL

FIXED WINDOWS OVER THE STAINED
GLASS WINDOWS ON THE INSIDE

TUCK POINT ALL AREAS LIKE THIS
OVER THE TOP OF THE WINDOWS

A/C/ UNIT WILL BE REMOVED BY VA

REMOVE ALL AWNING AND FILL
ALL HOLE CREATED
BY THE AWNINGS.

EXISTNG BUILDING 15

W1

SEE SHEET 5 FOR BUILDING 4 WINDOW PLAN

W1

W1

NOTES;
1. REMOVE AND REINSTALL EXISTING EXHAUST FAN.   INSTALL NEW FAN ABOVE NEW WINDOW

THROUGH THE EXISTING WALL WITH NEW DUCT WORK TO PIZZA OVEN INSIDE BUILDING.  THIS
INCLUDES ALL ELECTRICAL WIRING AND MASONRY WORK.

2. REMOVE EXISTING AIR CONDITIONING UNITS AND TURN OVER TO VA. AFTER REMOVAL.
3. IN AREAS OF THE REMOVED WINDOW FAN, PROVIDE AND INSTALL NEW THROUGH WALL FAN

LOCATED ABOVE NEW WINDOW THROUGH THE BRICK WALL.  THE NEW FAN TO BE EQUAL OR
BETTER THAN A BROAN 4" Ø EXHAUST FAN, 50- 80 CFM, BACK DRAFT DAMPER. TIE NEW FAN
INTO NEW METAL DUCT WORK AND ABOVE CEILING TILE AND THROUGH CEILING TILE WITH A NEW
GRILL.  TIE NEW FAN INTO THE EXISTING CIRCUIT.1
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GLMSTATIONWIDE

 REPLACE WINDOWS
 STATION WIDE

DETAILS AND NOTES FOR " A"
WINDOW REPLACEMENT

E:\Projects\1 FY 14\659-14-203  Replace Window Stationwide (In House)\Project Design Drawings\Replace Windows Station Wide Final  Rev 1.dwg, Sheet 12 of  16, 12/18/2013 1:07:04 PM,
ARCH full bleed E1 (30.00 x 42.00 Inches), 1:1



15 OCTOBER 2013

       13
13        16

GLMSTATIONWIDE

 REPLACE WINDOWS
 STATION WIDE

EXISTING DOUBLE HUNG
WINDOW SECTION DETAILS

1
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GLMSTATIONWIDE

 REPLACE WINDOWS
 STATION WIDE

EXISTNG DOUBLE HUNG
 WINDOW SECTION DETAILS
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GLMSTATIONWIDE

 REPLACE WINDOWS
 STATION WIDE

COMMERCIAL SECTION AND
ELEVATIONS DETAILS
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GLMSTATIONWIDE

 REPLACE WINDOWS
 STATION WIDE

 EXISTING STAIN GLASS DETAILS
 IN B 19 CHAPEL

SECTION "A" 
N.T.S.
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